
TEMPLATE

Falcon Exit Device and Door Hardware Template Manual December 2016

T-1231-c

25-C Concealed Vertical Device

Stile Width Backset
3¹⁄₂" Min. to 4¹⁄₂" 1³⁄₄"

4¹⁄₂" to Flush 2³⁄₄"

• For Less Bottom Rod (LBR) application, omit bottom 
preparation.

• For sexbolt preparation, refer to Template T-4014.

• See Master Sheet #0100 for suggested reinforcing.

• For outside trim, see trim template for door preparation.

Concealed Vertical Rod Panic Exit Device, Metal Door, LHR Shown, RHR Opposite

1" (25 mm)

⁵⁄₈" (16 mm)

Reinforcement
Required

¹⁄₄" (6 mm)

#25 Drill, #10-24 Tap
(2 holes) 

¹⁄₂" (13 mm)

Stop Height
¹⁄₂" to ³⁄₄" (13–19 mm) range

CLROD & LATCH

#25 Drill,
#10-24 Tap
(4 holes) 

40¹⁄₄"
(1022 mm)

From Finished
Floor to
Device  CL

ROD & LATCH
CL

⁵⁄₁₆"
(8 mm)

3⁷⁄₈"
(98 mm)

7³⁄₄"
(197 mm)

See chart
for backset

CLDEVICE
5"

(127 mm)

4³⁄₈"
(112 mm)

1³⁄₄" (44 mm)

⁷⁄₈" (22 mm)

⁷⁄₁₆"
(11 mm)

⁷⁄₈"
(22 mm)

3³⁄₁₆"
(80 mm)

⁷⁄₃₂" dia.
(6 mm)
countersink 
for #8-32
screw
(2 holes)

CL
ROD & LATCH

1¹⁄₂" (38 mm)

1¹⁄₂"
(38 mm)

⁷⁄₁₆"
(11 mm) 

#25 Drill
#10-24 Tap
(3 holes) 1³⁄₄" (44 mm)

³⁄₄" (19 mm)

1"
(25 mm)

2¹⁄₄" (57 mm)

3¹⁄₄" (82 mm)

⁷⁄₈"
(22 mm)

#25 Drill, #10-24 Tap
(3 holes) 

4³⁄₄"
(121 mm)

¹⁄₂" (13 mm)
diameter

Locate and drill
at installation

Reinforcement
required to maintain

¹⁄₄" (6 mm) dim.

¹⁄₄" (6 mm)

¹⁄₂" (13 mm)
1¹⁄₂" (38 mm) ³⁄₈"

(10 mm)

1¹⁄₂"
(38 mm)

¹⁄₄"
(6 mm)

1¹⁄₂"
(38 mm)

2¹⁄₄" (57 mm)

1"
(25 mm)

⁷⁄₁₆"
(11 mm) 

⁷⁄₈" (22 mm)

⁷⁄₈" (22 mm)
Push Side

⁷⁄₈" (22 mm)
Push Side


