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TEMPLATE

Concealed Vertical Rod Panic and Fire Exit Device With Metal Wrap Edge 5" Stile, Wood Door
LHR Shown, RHR Opposite

F-25-C-WDC Concealed Vertical Device

W-1242-e
April 2022

• For outside trim, see trim template for door preparation.
• For Less Bottom Rod (LBR) application, refer to 

Template W-5494 for auxiliary fi re latch preparation.

 

CLROD & LATCH

⁷⁄₈" (22 mm)
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(29 mm)

RELEASE
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¹⁄₂" (13 mm)

¹⁄₄" (6 mm)

⁵⁄₈" (16 mm)

#10-24 Tap
(2 holes)

Stop Height
¹⁄₂" to ³⁄₄" (13–19 mm) range 

REINFORCEMENT
REQUIRED

1"(25 mm)

4³⁄₄"
(121 cm)

BACKSET
2¹³⁄₁₆" (72 mm)

CLROD & LATCH

2⁵⁄₈" (67 cm) 2⁵⁄₈" (67 cm)

1³⁄₄" (44 mm)

1³⁄₄" (44 mm)
Door Thickness

³⁄₁₆" (4 mm)
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¹⁄₄" (6 mm)
Drill

Through
Door

(2 holes)

⁷⁄₁₆" (11 mm)

1"(25 mm)

¹⁄₂" (13 mm)

¹¹⁄₁₆" (17 mm)

1¹⁄₂" (38 mm)

⁵⁄₈" (16 mm)

3¹⁄₄"
(83 mm)

¹⁄₄" (6 mm)

⁷⁄₈" (22 mm)
Push Side

⁷⁄₈" (22 mm)
Push Side

1³⁄₈"
(35 mm)

Ref. 1⁷⁄₁₆" depth x 1¹⁄₈" width (37 x 29 mm)
Route through door from top to middle 
cutout (shown on next page)

Ref. ⁷⁄₈" depth x 1" width (22 x 25 mm)
Route through door from bottom of door 
to middle cutout (shown on next page),
approximately 37" (940 mm)

Wood Door Prep
Page 1 of 2

(Metal Wrap Edge Prep shown on page 3)
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TEMPLATE

Concealed Vertical Rod Panic and Fire Exit Device With Metal Wrap Edge 5" Stile, Wood Door
LHR Shown, RHR Opposite

F-25-C-WDC Concealed Vertical Device

W-1242-e
April 2022

• For outside trim, see trim template for door preparation.
• For Less Bottom Rod (LBR) application, refer to 

Template W-5494 for auxiliary fi re latch preparation.

Wood Door Prep
Page 2 of 2

(Metal Wrap Edge Prep shown on page 3)

Backset
2-13/16" (72 mm)

7/16"
(11 mm)

7/16"
(11 mm)

1-3/16"
(30 mm)

Backset
2-13/16" (72 mm)

Center slide cutout 
stays the same for 
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RHR LHR

1-3/16"
(30 mm)

2-1/2"
(64 mm)

5/8"
(16 mm)

5/8"
(16 mm)

2-1/2"
(64 mm)

DEVICE
CL

DEVICE
CL

3/8"
(10 mm) R.
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• For sexbolt preparation, refer to Template W-4014.

• For outside trim, see trim template for door preparation.

 

CL

DEVICE

BACKSET
2 " (72 mm)

ROD & LATCH
CL

 

CL

5"
(127 mm)

"
(8 mm)

" dia.
(6 mm)
countersink 
for #8-32
screw
(2 holes)

4 "
(111 mm)

3 "
(80 mm)

"
(11 mm)

40 " (1022 mm)
From Finished
Floor To Device

"
(22 mm)

36 "
(933 mm)

To Finished
Floor

push side only 

* 

* 

CL
ROD & LATCH

¹⁄₄" (6 mm)
max. door undercut

¹⁄₂" (13 mm) Diameter
Push side only
Locate and drill
at installation

 

¹⁄₄" (6 mm)
Diameter

through
(2 holes)

 

³⁄₄" (19 mm)

1³⁄₄"
(44 mm)

1³⁄₄"
(44 mm)
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TEMPLATE

Concealed Vertical Rod Panic and Fire Exit Device With Metal Wrap Edge 5" Stile, Wood Door
LHR Shown, RHR Opposite

F-25-C-WDC Concealed Vertical Device

W-1242-e
April 2022

Metal Wrap Edge Prep
(Wood Door Prep shown on pages 1 and 2)

• For Less Bottom Rod (LBR) application, refer to template 
W-5494 for auxiliary fi re latch preparation, and omit bottom rod preparation.




