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TEMPLATE

W-1382-c

Panic Devices - Wood Door, LHR Shown, RHR Opposite
24-C Top Latch Preparation

SECTION A-A

Ref. ⁷⁄₈" x 1" (22 x 25 mm)
Route through door from top to

bottom. (Top to 30" (762 mm) from
finished floor for LBR application.)

“A”

Backset
2³⁄₄" (70 mm)

CLROD & LATCH

“A”

³⁄₈" (10 mm) Dia.
Through (4 holes)

⁵⁄₆₄"
(2 mm) Typ.

³⁄₈" (10 mm)

⁷⁄₈" (22 mm)

1³⁄₈" (35 mm)

5¹⁄₂"
(140 mm)

4⁵⁄₈" (11.7 cm)

1⁹⁄₁₆" (40 mm)

¹⁄₄" (6 mm)

CLROD & LATCH

RELEASE PLUNGER DETAIL

¹⁄₂"
(13 mm) Typ.

¹⁄₂" (13 mm)

¹⁄₄" (6 mm)

⁵⁄₈" (16 mm)

Stop Height
¹⁄₂" to ³⁄₄" (13–19 mm) range 

REINFORCEMENT
REQUIRED

1"(25 mm)

5"
(127 mm)

3⁵⁄₈" (92 mm)

4³⁄₄"
(121 mm)

1³⁄₄" (44 mm)
1³⁄₈"

(35 mm)

3³⁄₄" (95 mm)

¹⁄₈" (3 mm) dia. x 1" (25 mm)

• For outside trim, see trim template for door preparation.

• For Less Bottom Rod (LBR) application omit bottom bolt preparation.
        

• For
 

24 centerslide preparation, refer to Template W-1380.

• For bottom bolt preparation, refer to Template W-1383.


