
Falcon Exit Device and Door Hardware Template Manual Nov 2021

No Metal Channel - Top Latch Reinforcing Plates Construction - Wood Door, 
LHR Shown, RHR Opposite

24-C Vertical Rod Centerslide Preparation

• For top latch preparation, refer to Template W-1382.
• For bottom bolt preparation, refer to Template W-1383.

• Device Ref. CL   is 40" (101.6 cm) from the finished floor.

• For Less Bottom Rod (LBR) application omit bottom bolt 
preparation.   

TEMPLATE

W-1380-d

“A”

SECTION B-B

SECTION A-A

Ref. ⁷⁄₈" x 1"
(22 x 25 mm)
Route through door
from top to bottom.
(Top to 30" (762 mm)
from finished floor for
LBR application.)

“A”

“B”

“B”

BACKSET
2³⁄₄" (70 mm)

CL
ROD & LATCH

“A”

36³⁄₄"
(933 mm)
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³⁄₈" (10 mm) R.

³⁄₈" (10 mm) Dia.
Through (2 holes)

³⁄₈" (10 mm) R.
Typ (4 places)

³⁄₈"
(10 mm)

Min.

³⁄₈" (10 mm)

³⁄₈" (10 mm)

³⁄₈" (10 mm)
¹⁄₈" (3 mm)

⁷⁄₁₆" (11 mm)
¹⁷⁄₃₂" (13 mm)

⁷⁄₈" (22 mm)

1³⁄₈" (35 mm)

1¹⁄₂" (38 mm)

1⁵⁄₈"
(41 mm)

1¹⁄₂" (38 mm)

6⁷⁄₈"
(175 mm)

6¹⁄₂"
(165 mm)

6¹⁄₄"
(159 mm)

4¹⁄₈"
(105 mm)

2¹⁄₂" (64 mm)

1³⁄₁₆" (30 mm)

¹⁄₄" (6 mm) R.

Do not 
cut face 
of door


