SIDE TOP HOLE
HOLE A FOR BRACKET PIN NOTE-WHEN USING OUTSIDE TRIM REF. DWG'S 10-1090 & 10-997

@5?] @3}
=

©

SPRING PIN
HOLE 1] B 9

VIEW #5
TOP ROD
(B)(FIELD SIZE ABLE)

BRACKET—LATCH ASSEMBLY
TYP. TOP AND BOTTOM

TOP ROD

ADJUSTER |
=

LINKAGE ACCESS HOLES

/

/1 D
o

$&

MOUNTING INSTRUCTIONS: |RELEASE FOR PRODUCTION |DATE |

1) WITH THE DOOR FREFPED FOR 1275 SURFACE VER. ROD
FPLEASE REVIEW: DOOR FPREFP.OWG. 10—-7082—17
INSTALL THE TOP BRACKET (LATCH HOLDER) FIRMLY SECURE
THE BRACKET 70 THE STILE WITH THE 1/4-20x7—-7/32 COMBO
SCREW THRU HOLE A”  INSTALL THE TOP LATCH ASSEMBLY
ON THE BRACKET & STILE THRU HOLE "B” BY USING THE
OTHER 1/4-20x1-7/32 COMBO SCREW. WITH THE SCREW FIRMLY TIGHTEN,
INSERT THE BRACKET FIN SIDE—=TOF HOLE OF OF THE BRACKET & L[ATCH

ASSEBMLY. THE LATCH ASSENBLY SHOULD HAVE SOME PLAY (FIT LOOSE).
SECURE THE FPIN WITH THE CRESCENT CLIP FPROVIDED.

2) INSTALL BOTTOM BRACKET (LATCH HOLDER) 7O STILE BOTTOM HOLE
" FIRMLY SECURE A 1/4-20x1-7/32 COMBO SCREW, THEN
INSTALL BOTTOM [ATCH ASSEMBEMLY BRACKET AND SECURE WITH
1/4-20x1-7/32 COMBO SCREW THROUGH HOLE D"

INSERT THE BRACKET FIN THRU THE SIDE TOP FIN HOLE AS
PER VIEW #7, SECURE THE PIN WITH CRESCENT CLIP PROVIDED.
3) ATTACH THE ROD ADJUSTER ENDS 7O THE TOP & BIM.

JATCH ALL THREAD LINKAGE RODS. NOTE: THREAD THEM ON AFPROX.
14" DOWN ON THE ROD.

1) INSTALL SMAP COVER BASE FOR THE TOP & BOTTOM SNAP COVERS

PER VIEWS #5447 pANIC ATTACHMENT:

7) INSERT TOP AND BOTTOM ROD ADJUSTERS INTO THE LINKAGE ACCESS HOLES
SECURE FIRMLY PANIC BAR (ACTIVE END) PER C” HOLES IN VIEW #6
WITH (2) 10-32x7/8 AND ONE 1/4-20 X 1,2 ROUND HD. WITH SEMS ON
INACTIVE END.

AS PER VIEW #6 PANIC BASE ‘LINKAGE ACCESS HOLES”
TOP ROD: ROD LINKAGE ADJUSTMENTS:
1) MAKE SURE TOP LATCH IS IN THE OPEN_POSTION (PER DETALL M)
2) TURN ADJUSTER ROD SO THAT THE END OF ADJUSTER ROD IS
ALIGNED WITH THE TOP MOST LINE MARKING, JUST UNDER THE
WORDS “TOP LATCH” AS PER THE PRINTED DECAL FER VIEW #8
3) THE ADJUSTER ROD CUT-OUT MUST BE FACING YOU. FRONT VIEW”
BOTTOM ROD:
7) MAKE SURE THE BOTTOM LATCH IS IN THE CLOSED POSITION AS FPER
VIEW #8
SNAP 2) TURN ADJUSTER ROD SO THAT THE TOP FDGE OF THE ADJUSTER
COVER ROD CUT-0UT ALIGNS WITH THE LOWEST LINE MARKING JUST UNDER THE WORD
BASE TATCH” ON THE PRINTED DECAL PER VIEW #8

3) THE ADJUSTER ROD CUT-0UT MUST BE FACING YOU. FRONT VIEW”™
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