
Model 1401 - Fail-secure 
Model 3401 - Fail-safe

Keeper depth - 5/8” maximum latch projection 
possible with 1/8” door/frame clearance - 3/4”

Limited warranty - 36 months 

SPECIFICATION

STANDARD FEATURES

1401/3401

Steel faceplate, suitable for wood frames

TAMPER STRENGTH

VOLTAGE

FINISH

1400 LB (635 KG)

1401-01  8-16 VAC/3-6 VDC
1401-05   12 VAC/VDC
1401-08   24 VAC/VDC
3401-06 12 VDC
3401-09 24 VDC

US26D or US4

Note: 
Template dimensions (not to scale) and
technical data are subject to change without 
notice. Dimensions in inches and millimeter.

Screws

(32mm)1 1/4”

 Horizontal Centerline
for Auxllary Deadlatch

(28.6mm)

1 1/8”

76.5”
(3mm)

 Horizontal Centerline
of Electric Door Strike

(19mm)

3/4”

3 3/8”
(85.7mm)

(20mm)13/16”

(63.5mm)2 1/2”

(37mm)

1 7/16”

(4.7mm)

3/16”

(4mm)3/16” R

4 7/8”
(123.8m)

MODEL 1401, 1701, 3401

Lip Bracket
No. 10004

Wood Screws
No. 10

Faceplate
1 1/4” x 5 7/8”

M4 x 14

M4 x 12
Screws

SPECIFICATION DETAILS

Faceplate size 1 1/4” x 5 7/8“
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1400/3400 SERIES


