
ELECTRIC STRIKE SOLUTIONS

Quality, Commitment, Expertise. Since 1980

Complete the system with

• Voltages available:

3-6 VDC* / 8-16 VAC*

12 VDC / VAC*

24 VDC / VAC*

• Faceplate: 2 Τ3 4”, 4 Τ7 8”, 5 Τ7 8”, 6 Τ7 8”, 7 Τ15
16”

• Left-handed / right-handed available

• Various finishes: US4, US10B, US28…

1506 US32

2490

1400/1500/1700/3400 Features:

1106 Series: Gate Strike. Semi-outdoor

1400 Series: Fail Secure. Standard/Heavy Duty

1500 Series: Fail Secure. Economy Line

• 1506 KIT: Smallest strike at 2 3/4”. No-cut / low-cut

1700 Series: Fail Secure. Adjustable Keeper

2400 Series: State-of-the-art Strikes. UL listed

• 2400 KIT: Standard duty with ANSI and 7 15/16” faceplates

• 2420: No-cut ANSI strike with keeper ramp

• 2435 KIT: Heavy duty. For mortise lock with offset latches

• 2470 & 2490: Rim mount strikes, fully surface mount

3400 Series: Fail Safe. Standard/Heavy Duty

2400-KIT 2420 24351505

2400 Features:

• Field reversible fail-safe or fail-secure

• Dual voltage field selectable 

12 / 24  VDC / VAC*

• Various faceplate dimensions

• Non-handed fully reversible

• Brushed stainless steel finish, US32D

*Rated for intermittent duty (10 seconds)
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