
MAGNETIC LOCK SOLUTIONS

Quality, Commitment, Expertise. Since 1980

Standard Features:

• Fail-safe: instant release when power is 

disconnected

• Built-in MOV spike and surge protection

• No residual magnetism

• Fail-alarm: release upon fire alarm 

activation 

• US28 (aluminum) and US40 (duranodic

bronze) finishing available

• 12/24 VDC selectable 

• 8403 14 VDC only

• 8900 Series 12/24 VDC/VAC

• DE: delayed egress

• B: bond sensor

• D: door status

• RD: relock time delay

• LC: economy line

• FF: full length

• HD: handle bar

• FT: face, surface, sliding

• F: front installation

• S: surface installation

• M: mortise installation

8035

8900 Series

ACCESSORIES:

• L-brackets

• Z-brackets

• U-brackets

• Spacers

• Filler Plates

• Angle brackets

• Armature

mounting

brackets

• Armature

housing

Optional Features:

8000 Series: Shear Locks

• Compact locks designed for dual swinging doors

8100 Series: Full Length Maglocks

• 45” and 96” in length

8106 Series: Handle Bar Maglocks

• Door handle: hidden magnet design

8400 Series: Micro and Mini Maglocks

• 600 and 300 lb holding force maglocks for

top/front, surface and mortise installation

8500 Series: Entry Level Keyhole Mounting Locks

• 1200 lb. Optional delayed egress feature. Double

maglock available. Oklahoma design to withstand

electrical storms optional

8600 Series: Top Line Slide Mounting Locks

• 600, 800 and 1200 lb. Double maglock available.

Bond sensor and door status optional. UL listed

8700 Series: Outdoor Maglocks

• 600 and 1200 lb. Weatherproof. UL listed

8900 Series: Magnetic Door Holders

• Flush, wall and floor mount. UL listed

8106-HD 8606-BD 8712FT


